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Timber stud walls with plasterboard to both 
sides fixed to manufacturers details, all joints 
tapped filled with skim plaster finish. Note All 
wet areas to use 12.5mm "Gyproc" moisture 
resistant plasterboard fixed to internal face of 
wet area walls with all joints taped and filled 
with skim plaster finish.

Party Walls Between houses Amvic 
150 comprising 64+150+64. 60 min 
Fire Resitance.
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30 Min Fire resistance timber stud walls with plasterboard to both 
sides fixed to manufacturers details, all joints tapped filled with skim 
plaster finish. Note All wet areas to use 12.5mm "Gyproc" moisture 
resistant plasterboard fixed to internal face of wet area walls with all 
joints taped and filled with skim plaster finish.

46.84 m²
Area

Part M Stairs goings - 300mm 
risers x 166mm.  Stairs Min 
1200mm clear width. Handrails 
900-1000mm above pitch of 
stairs & 900 - 1100mm at 
landings. Handrails to both sides 
and in the centre and to extend 
min 300mm beyond first and last 
riser.
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Timber stud walls with plasterboard to both 
sides fixed to manufacturers details, all joints 
tapped filled with skim plaster finish. Note All 
wet areas to use 12.5mm "Gyproc" moisture 
resistant plasterboard fixed to internal face of 
wet area walls with all joints taped and filled 
with skim plaster finish.

30 Min Fire resistance timber stud walls with plasterboard to 
both sides fixed to manufacturers details, all joints tapped filled 
with skim plaster finish. Note All wet areas to use 12.5mm 
"Gyproc" moisture resistant plasterboard fixed to internal face of 
wet area walls with all joints taped and filled with skim plaster 
finish.

Party Walls Between houses Amvic 
150 comprising 64+150+64. 60 min 
Fire Resitance.
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Part M Stairs goings - 300mm 
risers x 166mm.  Stairs Min 
1200mm clear width. Handrails 
900-1000mm above pitch of 
stairs & 900 - 1100mm at 
landings. Handrails to both 
sides and in the centre and to 
extend min 300mm beyond 
first and last riser.
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SVP box outs, Timber stud walls with 12.5mm 
"Gyproc" moisture resistant plasterboard fixed 
to internal face of wet area walls with all joints 
taped and filled with skim plaster finish or 
plasterboard (non wet areas) to one side fixed 
to manufacturers details, all joints tapped filled 
with skim plaster finish.
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L01 - First Floor2
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